
12 - 360 MMBTU/hr
COMBINATION GAS/OIL FIRING

Configurable to your specific needs

NCB
NATCOM CONFIGURABLE BURNER



Configurable performance 
at an unbeatable price.
The Natcom Configurable Burner (NCB) is the latest in our line 
of burner products. It combines the refinement, ruggedness 
and reliability of our quality C-B Natcom burners with an array 
of component choices to meet your specifications:

�� Steam and hot water applications

�� Field-erected power boilers

�� Air heaters

�� Thermal processing

Custom-built solutions
These burner systems feature NOx levels as low as 30 PPM,  
CO levels of 50 PPM, 15% excess air and 10:1 turndown  
on gas or 8:1 turndown on light oil. Natcom burners require  
no refractory throat, eliminating refractory maintenance. Due  
to its precision-engineered design, the NCB burner can be 
configured quickly to your requirements for fast delivery.

Custom control systems
The NCB is available with the Cleaver-Brooks HAWK 4500  
or other Cleaver-Brooks control system to meet your 
requirements. Piping can be windbox- or rack-mounted 
depending on size, single-point positioning, parallel  
positioning or full-metering, PLC-based control systems. 

Burner retrofits
Retrofitting is simple with burner systems from Cleaver-Brooks. 
As a single-source provider, we guarantee a trouble-free retrofit 
process from start to finish. Our experienced engineers oversee 
each project and work closely with Cleaver-Brooks global 
customer support team to ensure a successful outcome.  
To achieve proper system performance, our services include 
complete project documentation, onsite supervision, field 
installation, start-up, commissioning, and operator training.

Configurable to the specific requirements 

of school, hospital, pulp and paper, food 

processing, petrochemical, refinery and 

other applications

Industries 
and Markets

Natcom Configurable Burner shown from the firing end 
with horizontally mounted air handling.

Piping trains can be either windbox mounted as shown 
or rack mounted for remote installation..

Front-mounted gas ring allows for timely detection of 
leaks as well as easy adjustments.


